BESI RIVER COURT

MODEL COORDINATION / APPROVED PLANNING TO CONSTRUCTION INTERFACES

COORDINATION BASIS

73173

Original room identities retained

100

Current planned room / circulation zones

22.902 m

Approved full arrival frontage

8+3

Panoramic lobby / gallery lifts

12

Detailed public escalator machines

171

Head / external eave trough stations

97

Bored end-plate connection sets

40 x 90 mm

CW sightline / profile depth

0

Room polygon overlaps

0

Cassette panels above roof profile

01/ ACTUAL MODEL GEOMETRY

600 px native Max draft. The weave follows the physical roof profile, with a 25 mm head movement allowance. RELEASE STATUS

The terrace weather cover reaches the full shaped building edge. The central court remains open to the sky.
LOD 350 is a target by system.

These are design coordination components.

Rebar design and ITM conversion are pending.

COMPLETED IN THE SOURCE MODEL No full Navisworks clash pass is claimed.

Manufacturer furniture is downloaded, not placed.
Approved R20 planning, unchanged eight-lift curve and help desk between lift banks.

R17 originals and user-created Revit views preserved.
Connected common upper plates; separated male/female access; broad usable amenity rooms.
Real central escalator links, basement lift pits and individual pit bases, with no parking bay/pit conflict.
Profiled facade heads, external drip troughs, isolated shelf plates, slotted restraints and roof transition.

Physical minimal CW frames, caps, gaskets and seals. Stable component and assembly identities.

REVIEW ITEMS

G27 is smaller by explicit instruction. Structural loads, reinforcement, anchorage, survey/flood datum and manufacturer services data are absent.
Open: G30 exterior collection exit and four coincident system CW doors require actual native opening/panel-family coordination.

The Revit worker is paused at its unsigned add-in prompt. No R21 native Revit result is claimed until save and reopen audit pass.

COORDINATION ISSUE / Native Revit save and furnishing remain pending. Sections retained for the final phase.
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BESI RIVER COURT

GROUND FLOOR / COORDINATED PLANNING

ROOM REGISTER / NET m2

G-SW West stair 69.5
G-SE East stair 69.5
G-SP Public escalator landing 60.0
G-PL Grand pedestrian lobby / recep 241.9
G59 Grand river arrival lobby 479.3
G-R01 Retail 1 - Footwear 101.1
G-R02 Retail 2 - Children 114.2
G-R03 Retail 3 - Sports 82.3
G-R04 Retail 4 - Ceramics 82.9
N
G-R05 Local goods 43.3
G-X07 Independent retail 93.7
G05 Male WC 54.2
v G06 Female WC 57.5
; ; G22 Prayer Room (M) 23.0
g g G23 Ablution (M) 28.5
L . g g G24 Prayer Room (F) 34.8
g g G25 Ablution (F) 291
g g G26 Storage 46.8
K % % G27 Repair Area 11.1
Gé1
G28 Security 26.0
G29 Delivery 30.4
G30 Refuse / Recycle 348
J
G16 Gym / wellness 151.5
G15 Electronics anchor 483.9
G-X01 Lifestyle retail 157.9
! G-X02 Design retail 157.9
G-X03 Home and living 221.3
G-X04 Fashion anchor 2243
H G-X05 River gallery retail 153.2
G-X06 Local designer collective 143.7
G57 Covered loading / deliveries 142.8
G G58 Podium market 136.4
G61 Rear service gallery 115.0
G60 Mall concourse 1238.6
F44 Management Office 229
F
All 73 source IDs retained.
G27 repair room reduced by instruction.
E Room geometry audit: no overlaps.
D
Cc
B
A
19 20 21 22 23 24 25
APPROVED ARRIVAL
22.902 m frontage. Tip escalators retained; eight identical lifts and a help desk between the banks.
COORDINATION ISSUE / Native Revit save and furnishing remain pending. Sections retained for the final phase.
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BESI RIVER COURT

FIRST FLOOR / COORDINATED PLANNING

g
Y Y o O

F43

10 m

ROOM REGISTER / NET m2

F-SW

F-SE

F-SP

1-R07

1-R08

1-R09

1-R10

1-R11

1-R12

F09

F10

F42

F43

1-R13

2-CW

S56

1-E01

F41

F-X01

F-X02

F-X03

F-X04

F63

F62

F-PL

West stair

East stair

Public escalator landing
Retail 7

Retail 8

Retail 9

Retail 10

Retail 11/ gallery store
Retail 12 / gallery store
Male WC

Female WC

Service Room

Refuse / Recycle
Retail 13

Co-working lounge
Maker workshop
Multi-functional event hall
Event store
Experience retail
Independent retail
River gallery retail
Design collective

Rear service gallery

Mall concourse

Upper panoramic lift and escal

All 73 source IDs retained.

G27 repair room reduced by instruction.

Room geometry audit: no overlaps.

69.5

69.5

60.0

102.5

99.9

66.3

162.3

100.5

431

167.7

48.3

168.9

270.4

45.8

260.7

34.2

239.2

239.6

193.5

1805.2

241.9

1 2 3 4 10 1 12 13 14 15 16 17 18 19 20 21 22 23 24 25
APPROVED ARRIVAL
Same common plate. Upper arrival is an internal gallery; the external ground entrance is not repeated.
COORDINATION ISSUE / Native Revit save and furnishing remain pending. Sections retained for the final phase.
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BESI RIVER COURT

SECOND FLOOR / COORDINATED PLANNING

ROOM REGISTER / NET m2

2-Fo1

2-F02

2-F03

2-F04

2-F05

2-F06

1-C02

1-Co1

2-C02

2-F11

2-F12

2-F07

2-F08

2-F09

2-F10

2-0D

S$13

S14

S54

S55

2-FC

2-DS01

S-SW

S-SE

S-SP

S64

S65

2-PG1

S-PL

Live grill

Wok kitchen

Local kitchen

Bakery

Plant kitchen

Dessert lab

Shared dining

River Roastery

Tea Garden

Noodle and grill hall
Regional market kitchen
Indian kitchen

Levant kitchen

Seafood grill

Pastry kitchen

Covered river dining terrace
Male WC

Female WC

Food hall services
Refuse / recycle

Main food hall

Shared dining 1

West stair

East stair

Public escalator landing
Mall concourse

Rear service gallery
Covered garden promenade

Upper panoramic lift and escal

All 73 source IDs retained.

G27 repair room reduced by instruction.

Room geometry audit: no overlaps.

38.7

43.5

52.1

449

35.4

267.1

162.7

106.9

190.6

65.3

41.0

41.0

41.0

2023.5

72.0

721

72.3

721

461.2

65.5

69.5

69.5

60.0

1204.7

116.8

1575.7

241.9

1 2 3 10 1 12 13 14 15 16 17 18 19 20 21 22 23 24 25
APPROVED ARRIVAL
Twelve kitchens and two cafes. Connected dining circulation opens to the covered river terraces.
COORDINATION ISSUE / Native Revit save and furnishing remain pending. Sections retained for the final phase.
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BESI RIVER COURT

SUB-BASEMENT / COORDINATED PLANNING

ROOM REGISTER / NET m2

P-SW West stair 69.5
P-SE East stair 69.5
P-SP Sub-basement pedestrian circul 57.6
P66 HVAC 74.7
P67 TNB Room 47.6
P68 MDF 47.6
P69 Water Tank 731
P70 Electrical 47.6
P71 Storage - bulk 47.6

N
P72 Service Room 47.6
P73 Sub-basement parking 9307.6

M
All 73 source IDs retained.
G27 repair room reduced by instruction.
Room geometry audit: no overlaps.

L

K

J

I

H

G

F

E

D

[of

B

A

CONTINUOUS STRUCTURAL BASE

Parking continues below the open court deck. Eight new lift pits cut fully through the parking slab.

COORDINATION ISSUE / Native Revit save and furnishing remain pending. Sections retained for the final phase.
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BESI RIVER COURT

PHYSICAL ROOF GEOMETRY / TERRACE COVER AND OPEN COURT

ASSEMBLY LOGIC

Folded roof to the west

Arched terrace weather cover

Glazed step closure at JO1

Independent deck and insulation

Profiled perimeter edge frame

25 mm cassette head allowance

External 200 x 200 drip trough

Slotted shelf plates and isolation

Court remains open through roof

——
™S
/ ///
A CONTINUOUS WEATHER EDGE
Roof seams and boundaries are extracted from the current model meshes.
The gutter is external to the insulation build-up. Hydraulic fall, overflow and outlet sizing remain open engineering items.
Head stations and cassette bays share the same perimeter stationing; the source profile is measured from the physical roof triangles.
COORDINATION ISSUE / Native Revit save and furnishing remain pending. Sections retained for the final phase.
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BESI RIVER COURT

SITE BOUNDARY / TOPOGRAPHY AND LANDSCAPE CONTEXT

SOURCE AND LIMITS

Townscape Study & Site Analysis.pdf

Boundary reference: page 157

Contour reference: page 130

Assumed extraction scale: 0.4 m/px

Ground FFL +1.430 m

Adjacent approach +0.430 m

Sub-basement FFL -2.170 m

Survey and flood datum unverified
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TOPOGRAPHY REMAINS PART OF THE DESIGN

The boundary, graded landscape, river descent, road approach and structural deck are retained with the revised building.

This sheet records the coordinated context. It does not replace the source site study or a measured topographical survey.

COORDINATION ISSUE / Native Revit save and furnishing remain pending. Sections retained for the final phase.
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BESI RIVER COURT

RIVER AND ROAD ELEVATIONS / COORDINATED ENVELOPE

01/ RIVER FRONT
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02 / ROAD FRONT
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03 / GRAND RIVER PORTAL 04 / RAIN-SHELTERED TERRACE EDGE 05/ FULL-HEIGHT WEAVE AND RECESSED GLAZING
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Actual envelope projection / 1:125 / Interface details A-701 and A-702 Actual envelope projection / 1:125 / Interface details A-701 and A-702 Actual envelope projection / 1:150 / Interface details A-701 and A-702

Independent bronze weave continues to ground; occupied glazing is recessed behind the screen.

Two drive-through portals lead to the arrival court. The court remains open to sky above its ground-level deck.
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BESI RIVER COURT

WEST AND EAST RETURNS / OPEN TERRACE EDGES

01/ WEST RETURN
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03 / CONTINUOUS RETURN OF THE OPEN SCREEN 04 / LAYERED TERRACE FINS AND RIBBONS 05/ ELEVATION ORIENTATION
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Actual envelope projection / 1:150 / Interface details A-701 and A-702 Actual envelope projection / 1:125 / Interface details A-701 and A-702

Footprint key 1:1500 / Top floor in bronze outline

Deep flared blades and flowing ribbons turn around the terrace edges; service spines remain separately accessible.

The building ends before the eastern park. Current head, roof, connection and curtain-wall interfaces: A-701 and A-702.
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BESI WEAVE

PROFILED WEAVE HEAD / ROOF AND DRAINAGE INTERFACE

Typical transverse assembly, local roof edge = 0. Variable roof levels come from the model. Designed interface, supplier release pending.

:

200

200

01/TYPICAL HEAD SECTION 1:5

Outside left. Open screen: no curtain wall immediately behind this assembly.
Dimensions are coordination inputs. Drainage fall, outlet spacing and overflow capacity remain to be sized.

0

500 mm

I 490920 02—

SCALE 1:5 AT ORIGINAL SHEET SIZE

3 mm folded coping
Weathering and outer drip

2 mm weather sheet
Roof profile from actual triangles

Continuous waterproof layer
Fold behind the counterflashing

18 mm cover board
Separate from the insulation

140 mm insulation zone
Thermal continuity needs review

External 200 x 200 trough
Below the coping drip, outside the roof

60 mm deck zone
Structural supplier specification

Ventilated head backpan
Drain independently of the skin

8 mm slotted shelf plate
84 x 14 slot / 25 mm head gap

8 mm EPDM isolation pad
Separate dissimilar materials

200 x 400 edge member
Structural size is unverified

40 x 80 split carrier
30 mm splice joint retained

2 mm folded weave cassette
25 side / 35 end return

220

180

02 / SLOTTED SHELF 1:1

180 x 220 x 8 plate; 84 x 14 slot.
A movement restraint, not a fixed bolt at both ends.
Fastener grade and edge distances need structural review.

MATERIAL KEY
Concrete cut
Mineral wool

Metal section

Air / water seal

,,,,,,,,,,, Beyond / projected

ASSEMBLY REGISTER H000-H170
171 head stations align with BW bay stations.
Hydraulic sizing remains pending.
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BESI WEAVE

RIB CONNECTION / MINIMAL CURTAIN WALL INTERFACE

Connection C0000 family: modelled geometry with bored holes, bolt heads, shanks, washers, nuts and weld beads. Structural capacity unverified.

360

560

650

460

01 /END PLATE ELEVATION 1:2

2 plates, each 460 x 650 x 20. Four nominal M20 bolts.
Rib section 240 x 450 is shown behind the plate.
22 mm bored holes. Geometry only; no resistance calculation implied.

105

40

02 / BOLTED END PLATE SECTION 1:1

40

03 / MINIMAL CW JOINT 1:1

20 + 20 end plates
Aligned to the rib end plane

M20 hex nut and 3 mm washer
11 mm nominal exposed shank

M20 shank with hex head
105 mm modelled overall length

6 mm weld allowance
Weld procedure and capacity TBC

90 mm mullion depth
40 mm total face sightline

12 mm perimeter sealant
Backer support and continuity TBC

Separate cap and EPDM gaskets
Weep/drainage remains accessible

Insulated glass design zone
6 /16 / 6 nominal allowance

NATIVE REVIT TYPE

40 x 90 mm mullions; vertical grids max 1350.
Supplier profile and glazing specification pending.
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