
BESI RIVER COURT

A river court, held by a weave
An open arrival court, public river edge, dining terraces and a roof that gathers rain.

Pengkalan Batu, Klang / R21 / Architectural design development BSP / P-01

ONE COHERENT SYSTEM

Road-edge footprint uses
the wider land. A drive-
through arrival opens into
an unroofed court. Public
galleries face the river;
all food and cafes occupy
the top floor.

73
source room identities retained

12 + 2
kitchens and cafes upstairs

417
retained illustrated dining chairs

+1.00 m
ground above approach

Current geometry drafts / coordination issue. Native Revit build and final furnishing remain pending.
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Site evidence becomes a design brief
Supplied Townscape Study & Site Analysis, 170 pages. Site relocated to Pengkalan Batu, Klang.
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Supplied study / p.145 Supplied study / p.148 Supplied study / p.150

01 / RIVER AND TOPOGRAPHY

River attraction and flood
concern on p.145; contour
information on p.130. Protect
public viewing edges and
provide a raised arrival with
a long river descent.

02 / PUBLIC VIEW AND ACCESS

Study views p.148 inform the
river promenade and top dining
terraces. Through-road arrival
is a project proposal; it is
not an existing site road.

03 / NOISE AND LANDSCAPE

Road and periodic rail
activity appear on p.150. Use
the road edge for
service/support functions and
a layered planted buffer.
Avoid stagnant decorative
ponds.
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Working with the land
Study boundary p.157 and contours p.130 registered to one provisional coordinate system.
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N

Supplied study / p.130

ROAD TO RIVER

Existing green / proposed bronze / vertical exaggeration

LONGITUDINAL RIVER EDGE

Existing green / proposed bronze / vertical exaggeration

APPROACH +0.430

GROUND FFL +1.430

SUB-BASEMENT -2.170

0.4 m/pixel and relative 5.00 contour datum are design assumptions. Boundary and flood level require a survey.
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Wind, views and the road edge
Qualitative environmental response grounded in the supplied study; no CFD or measured performance claim.
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N
WIND

NE RIVER-SIDE AIR

NE direction follows study
p.157. Open terraces and sky
court admit outdoor air;
conditioned shops retain a
separate weather line.

N
VIEWS

A SHARED PUBLIC EDGE

Continuous river promenade
and open terrace dining
protect the view from opaque
shop backs. Main river portal
anchors the route.

N
NOISE

PLANTED LANDWARD BUFFER

Service rooms and layered
planting occupy the road/rail
edge. Study sound values are
historic and lack a
monitoring protocol.

Wind direction is qualitative: the supplied wind rose has no station/year reference. A wind-driven rain study remains necessary.
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Near-equatorial light and shade
Analytical solar paths for assumed Klang latitude 3.04 N. Solar time; orientation taken from the source north arrow.

Pengkalan Batu, Klang / R21 / Architectural design development BSP / P-05

0 deg30 deg60 deg

N

E

S

W

JUNE

EQUINOX

DECEMBER

N

JUNE / 09 SOLAR

Solar altitude 42.0 deg

N

DECEMBER / 15 SOLAR

Solar altitude 38.8 deg

DESIGN RESPONSE

Filtered lantern seams bring light between folded
petals. Continuous weather roofs cover dining
terraces. Deep side fins interrupt low-angle
exposure while keeping outward views.

Shadow diagrams use a 20.13 m upper envelope for comparison, not a daylight or glare simulation. No performance certification.
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Design development
The weave is translated into overlapping layers, gathering and filtration; the footprint is not a copied braid.
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01 / ROAD-EDGE OCCUPATION

Build in the broad western land.

02 / OPEN SKY COURT

Remove a full-height circular gathering space.

03 / DRIVE THROUGH

Two road portals reach the inner roundabout.

04 / CONNECT ABOVE

Upper galleries span only the road portals.

05 / OPEN TO THE RIVER

Equal upper plates support usable planning.

06 / RIVER CATCHMENT CANOPY

Folded petals gather light and channel rain.
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A legible building, connected on every floor
Contiguous shop banks, connected clear galleries, aligned cores and a completely open arrival court.
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PARKING

110 bays / parking below court deck

GROUND

Outside pedestrian entry only at this level

FIRST

Continuous internal route / F42 widened

SECOND

12 kitchens + 2 cafes / shared river promenade
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Ground / two arrivals, one public river edge
Approved R20 planning / 73 source identities retained; G27 is the authorized area exception.
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SPACE AND MOVEMENT

Ground-only outside entry
leads to a 22.9 m
arrival, eight curved-
bank lifts and a help
desk.

Four lobby escalators per
rise reach the tips;
common upper galleries
join the main building.

Three double-door bays
lead through the river
lobby to the ceremonial
landing.

Programme schedules and enlarged 1:350 plans are in the architectural set. Portfolio plan is a reduced coordinated view.
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First / connected retail and community galleries
Approved R20 planning / 73 source identities retained; G27 is the authorized area exception.
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SPACE AND MOVEMENT

F42 is a broad 167.7 m2
service room with direct
concourse access.

Separate male and female
vestibules remove the
shared cross corridor.

Co-working and maker uses
remain upstairs; clear
galleries connect the
lift cores.

F-SW
F-SE

F-SP

1-R07

1-R08

1-R09

1-R10

1-R11

1-R12

F09 F10

F42

F43

1-R13

2-CW

S56

1-E01

F41

F-X01

F-X02

F-X03 F-X04

F63

F62

F-PL

F42 / 167.7 m2

Programme schedules and enlarged 1:350 plans are in the architectural set. Portfolio plan is a reduced coordinated view.
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Top / a complete river dining destination
Approved R20 planning / 73 source identities retained; G27 is the authorized area exception.
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SPACE AND MOVEMENT

Twelve kitchens, two
cafes and 417 retained
illustrated dining
chairs.

The food street links at
both ends to the court
loop and river promenade.

Same-level terrace dining
sits under continuous
weather roofs.

417 chairs

Furnishing pending

Programme schedules and enlarged 1:350 plans are in the architectural set. Portfolio plan is a reduced coordinated view.
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The whole site becomes a river park
The building stops before the narrowing land. Active landscape zones continue to the eastern lookout.
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1 / Arrival woodland

1,170 m2 / active landscape

2 / River seating terraces

4,506 m2 / active landscape

3 / Market and river forum

2,234 m2 / active landscape

4 / Play and recreation

2,136 m2 / active landscape

5 / Floodable water gardens

2,736 m2 / active landscape

6 / Eastern grove and lookout

1,946 m2 / active landscape

Paths may be reworked to fit the approved building; the traced site boundary remains fixed. Grading follows the supplied study.
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River catchment canopy
A roof story with spatial and environmental work: gathering, shaded dining, filtered light and controlled runoff.
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01 / GATHER

Radial roof petals gather
around the open court. The
crest and valley rhythm
breaks the apparent scale of
the long roof.

02 / FILTER

Glazed lantern seams admit
light. Arched sealed roofs
protect terrace dining;
flared side blades and
horizontal ribbons complete
the facade.

03 / CHANNEL

Low valleys lead to
independent rain spines.
Filtered runoff goes to
covered reuse storage,
irrigation and controlled
landscape overflow.

Rain collection responds to study p.145. It does not establish protection from river flooding. Hydraulic sizing and flood levels remain open.
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Structure and services have their own load paths
The woven skin is a replaceable envelope; it is not the support for pipes, ducts or the main roof.
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FIRST FLOOR SUPPORT / 8 m GRID / PORTAL TRANSFERS IN RED

PRIMARY STRUCTURE

8 m grid supports the occupied
floors. Transfer frames span the
drive-through portals outside
the sky court. Roof ribs,
circumferential purlins and
posts support the petals.

THREE INDEPENDENT SPINES

R: pipe wall, movement sockets,
clamps and cleanout.

E: separate power and ELV
trays/cables.

A: inner duct, insulation,
flanges and brackets. Kitchen
extract uses dedicated risers.

R / RAIN

PIPE WALL / CLAMP / BRACKET

E / POWER

POWER / ELV / SEPARATE TRAYS

A / AIR

DUCT WALL / INSULATION / JACKET

Current A-701 / A-702 develop head, roof, connection and curtain-wall interfaces. Member and service sizes are design allowances.
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Arrival as an event
From the street, drive through the building into the sky court. From the river, arrive beneath a lifted weave.
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COURT ARRIVAL

The road is a full carriageway through the
building. The roundabout is surrounded by
occupied frontage, with no slab, bridge, canopy
or service crossing above it. A deck supports
the roundabout over continuous parking.

RIVER ARRIVAL

A 28 m landing, lifted bronze ribbons and
multiple glazed door bays frame the river lobby.
Broad landscape steps connect to the promenade,
complemented by a long graded route.
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Detailed, maintainable, replaceable
The retained R04 construction language continues through the roof, terrace facade and the R21 raised threshold.
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A-701 A-702

PROFILED HEAD AND WEATHER EDGE

Actual roof profile; 25 mm movement allowance.
Independent slotted shelf, EPDM isolation and
external trough beneath the coping drip.
Hydraulic sizing and structural release remain
pending.

CONNECTION AND MINIMAL GLAZING

Bored end plates, four M20 bolt sets, weld
allowances and a 40 x 90 mm CW joint. Twenty-one
noncrossing leaders and fourteen native
dimensions across the two sheets.
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Coordinated output register
Current coordination issue. Local website updated to R21 for review; hosting remains unpublished.
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NATIVE MODEL Max architecture and supplied-store scenes reopened; native Revit build awaits its trust prompt.

ARCHITECTURE Four floor plans, roof/site and four model elevations; final inhabited sections remain last.

CONSTRUCTION Two interface sheets and 11 editable DXFs; native dimensions and noncrossing leaders, not fabrication release.

SITE AND CLIMATE Boundary, existing/proposed land, landscape, wind/view/noise response and analytical solar studies.

PROGRAMME 73 source IDs in 100 zones. G27 explicit area exception; 12 kitchens, 2 cafes, 417 chairs.

SOURCE STATUS Study datum/scale, flood design, structure, fire, accessibility, HVAC and drainage need specialist coordination.

Open: native Revit and CW door hosting, G30 collection exit, furnishing, clashes, engineering and final sections.


